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tube size - fractional (inch)

d f reference a e H (mm) p
1/8” ¼” UMSI 1/8 ¼ N 1.40 0.50 14 3/32”
3/16” ¼” UMSI 3/16 ¼ N 1.43 0.54 14 1/8”
¼” ¼” UMSI ¼ ¼ N 1.49 0.60 14 3/16”
¼” 1/2” UMSI ¼ 1/2 N 1.76 0.60 22 3/16”
5/16” ¼” UMSI 5/16 ¼ N 1.52 0.64 14 ¼”
3/8” ¼” UMSI 3/8 ¼ N 1.61 0.66 17 9/32”
3/8” 1/2” UMSI 3/8 1/2 N 1.83 0.66 22 9/32”
1/2” ¼” UMSI 1/2 ¼ N 1.71 0.90 22 9/32”
1/2” 1/2” UMSI 1/2 1/2 N 1.93 0.90 22 3/8”
5/8” 1/2” UMSI 5/8 1/2 N 1.93 0.96 24 3/8”
3/4” 1/2” UMSI 3/4 1/2 N 1.99 0.96 27 15/32”

male union | ums

application

Connects a tube to a pipe 
or a female taper-threaded 
apparatus. See p.11 for more 
information about Rotarex 
compression tube fitting 
technology. 

Special requirements on request

npt (n)
tube size - metric (mm)

d f reference a e H p
3 ¼” UMSI 3 ¼ N 35,6 12,9 14 2,4
4 ¼” UMSI 4 ¼ N 36,3 13,7 14 3,2
6 ¼” UMSI 6 ¼ N 37,9 15,3 14 4,8
6 1/2” UMSI 6 1/2 N 44,7 15,3 22 4,8
8 ¼” UMSI 8 ¼ N 38,7 16,2 14 6,4
8 1/2” UMSI 8 1/2 N 45.6 16.2 22 6.4

10 ¼” UMSI 10 ¼ N 40,9 17,2 17 7.9
10 1/2” UMSI 10 1/2 N 46,5 17,2 22 7.9
12 ¼” UMSI 12 ¼ N 43,4 22,8 22 7.1
12 1/2” UMSI 12 1/2 N 49,0 22,8 22 9,5
14 ¼” UMSI 14 ¼ N 44,1 24,4 24 7,1
14 1/2” UMSI 14 1/2 N 44,1 24,4 24 11.1
15 1/2” UMSI 15 1/2 N 50,5 24,3 24 11,1
16 1/2” UMSI 16 1/2 N 49,0 24,4 24 11,1
18 1/2” UMSI 18 1/2 N 50,5 24,4 27 11,1
20 1/2” UMSI 20 1/2 N 52,3 26,0 30 11,1
22 1/2” UMSI 22 1/2 N 52,1 26 30 11,1
25 1/2” UMSI 25 1/2 N 56,9 31,3 36 11,1

Hex flats (H) are metric. Fractional upon request

*Specify material when ordering. See page 8 for materials and codes.

material configuration:

These references are for Stainless Steel only. UMSI components 
are available in a wide choice of materials, such as in Alloy 400, in 
SuperDuplex, in Alloy C-276, etc. Please refer to the compression 
tube fittings catalogue ref. EMF-EN-XXXX to know the exact 
possibilities and references.
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accessorY Kit for transmitter mounting

Accessory kit containing 
flange seals and cap screws 
for mounting manifolds 
directly to a flanged 
transmitter according to DIN 
EN 61518, type A

Accessory kits free of oil and 
lubricant for oxygen service 
on request

content: 

 - hexagon cap or socket head cap screw
 - PTFE flat gasket or FPM O-ring

mounting Kit, model a

Accessory kit for mounting 
manifolds to a wall or to a 2” 
NB pipe

This kit is only adapted 
to manifolds for direct 
mounting (MAN22, MAN32 
and MAN52 series)

Available in galvanized steel 
or in stainless steel

content: 

 - 1 Mounting bracket
 - 2 Socket head cap screws M 10x14
 - 2 Washers B 10,5 DIN 125

And for mounting manifolds to a 2” pipe add:
 - 2 ‘U’ bolts 74 mm
 - 4 Washers A 8,4 DIN 125
 - 4 NUTS M8

mounting Kit, model b

Accessory kit for mounting 
manifolds to a wall or to a 2” 
NB pipe 

This kit is not adapted 
to manifolds for direct 
mounting

Available in stainless steel

content: 

 - 1 Mounting bracket
 - Screws
 - ‘U’ bolt for mounting manifolds to a 2” pipe
 - Washers and nuts for mounting kit for block and 
bleed valves

series of manifolds 
compatible

sealing 
material screw

fla22 fpm Hc
For MAN22 series fla22 PTFE flat 

gasket
tfe Hexagon cap 

screw
Hc

For MAN32 and 
MAN52 series

fla32 FPM 
O-ring

fpm Socket head 
cap screw

sH

mounting Kit, model a mounting material

mKa wl cs
To a wall 
or a rack

wl Galvanized 
steel

cs

To a 2” 
NB pipe

pi Stainless 
Steel

ss

mounting Kit, 
model a mounting type of manifolds material

mKb wl 1 ss
To a wall 
or a rack

wl For MAN 21, MAN25, 
MAN31 and MAN51 series

1 Stainless 
Steel

ss

To a 2” 
NB pipe

pi For MAN 23 and MAN24 
series

2
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oval flange adaptor

Allows to fix a 1/2” female 
NPT port on a manifold for 
direct mounting presenting a 
flanged connection according 
to IEC 61518, type A.

Can also be used to fix a 
1/2” female NPT port on a 
transmitter presenting 
a flanged connection 
according to IEC 61518.

Available in carbon 
steel 1.0460 and in 
stainless steel 316L

gauge snubber

Protects pressure gauges and 
instruments from system 
pressure surges and shock 

Available in stainless 
steel 316L

swivel gauge adaptor

Enables the easy positioning 
of the gauge in any direction 
through 360°

Available with sealing ring in 
stainless steel, or in PTFE

oval flange adaptor mounting material

of m cs
Fit to manifolds 
flanged connections

m NPT n

Fit to transmitters 
flanged connectors

t BSPP g

thread size gauge snubber material thread

gs 8 ss n
1/2” 8 Stainless Steel ss NPT n

BSPP g

swivel gauge adaptor seal ring material

sga tfe
PTFE seal ring (up to 200°C) tfe

St.st. 321 seal ring 
(up to 500°C)

st
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vent valve witH manual Handling

Allows to turn a female 
NPT port into a vent 
valve by hand

Can be mounted on a 
transmitter to vent gases 
directly through it

This valve can be 
handled manually

vent valve witH Handling bY wrencH

Allows to turn a female 
NPT port into a vent valve 
with a manual wrench

Can be mounted on a 
transmitter to vent gases 
directly through it

A wrench is needed to 
handle this valve

thread size vent valve with manual 
handing material

4 venm ss
¼” 4 Stainless 

steel 316L
ss

1/2” 8

thread size vent valve with  
handing by wrench material

4 venw ss
¼” 4 Stainless 

steel 316L
ss

1/2” 8

WWW.TEESING.COM  |  +31 70 413 07 50

http://www.teesing.com/?utm_source=datasheet&utm_medium=datasheet&utm_campaign=ROT-Manifolds/
http://www.teesing.com/?utm_source=datasheet&utm_medium=datasheet&utm_campaign=ROT-Manifolds/
http://www.teesing.com/?utm_source=datasheet&utm_medium=datasheet&utm_campaign=ROT-Manifolds/
http://www.teesing.com/?utm_source=datasheet&utm_medium=datasheet&utm_campaign=ROT-Manifolds/



