56 POINT OF USE REGULATORS

SERIES S 21 POINT OF USE

WWW.TEESING.COM

. APPLICATIONS
- Bellow single stage
- Purity up 106.0 - Used as a line requlator or point of use for specialty

- Inlet pressure: o
50 bar (725 psi gas applications.

- Outlet pressure:
1/3/10 bar
14.5/44/145 psi
- Acetylene version (AD - GH,):
P1 =20 bar (290 psi)
P2 =1,5 bar (21.75 psi)

* Precise pressure delivery

* Compact design

* 2inlets / 1 outlet

# Rear Inlet for panel mounting

* Integrated % or multi-turn
shutoff valve

* 0, applications compatible
(see technical data)

Special requirements on request
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KEY FEATURES

- Based on the Series S 20 technology.

- Bellow technology provides a large range of accurate
outlet pressures in a compact design.

- With the rear threads and fixing ring (option) it can
be used for wall or panel mounting.

- Acetylene version also available.

- For use with acetylene, this product must imperatively
be installed with a flash back arrestor complying with
standard EN 730 located downstream.

- The inlet shut off valve reduces the risk of gas
dispersion when closed.

)

® 45 mm 7 (1.77"

X ROTAREX
* * EQUIPMENT

107 mm/ (4.21")

2x10-32 UNF

ALL RIGHTS OF CHANGE RESERVED
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SPECIFICATIONS

POINT(

WWW.TEESING.COM

Female ports G % (inlet/outlet) Weight

or
Ya NPT (inlet/outlet)
Seatseal EPDM

0-ring EPDM - Standard
NBR

FPM
Diaphragm (Valve) Hastelloy®

Bellow Bronze (Brass version)
AISI 316L (SS version)

Leak rate 10 mbar £/s He

Temperature range -20°C to + 60°C
-4°F to + 140°F

Gauges Low pressure
(M10x 1 or 1/4NPT)

Inlet pressure 50 bar (725 psi)
AD: 20 bar (290 psi)

Outlet pressure 1/3/10 bar
14.5/44/145 psi
AD: 1,5 bar (21.75 psi)
Nominal Flow 2/2,5/3,5 Nm/h (N,)
AD: 1Nm’/h

Oxygenuse inlet pressure < 30 bar max.
for brass and stainless steel

FLOW CURVES
FLOW CURVE S 21-1 REGULATOR FLOW CURVE S 21-3 REGULATOR
PRESSURE SET: 1bar / 14.5 psi PRESSURE PRESSURE SET: 3 bar /43.5 psi PRESSURE
bar 0,5 bar /7.25 psi psi bar 1,5bar/21.75 psi psi
0,75 bar/10.88 psi
20 29 4.0 58

Blue line P1 =50 bar /725 psi
Red line P1=25 bar / 362.5 psi

1.5 21.75

1 2 3 4 5 6 7
a7 (33) (50) 67) (83) (100) (117)

OUTLET PRESSURE- bar and psi

FLOW RATE - Nm’/h (NIpm) in Nitrogen (N,)

FLOW CURVE S 21-10 REGULATOR
PRESSURE SET: 10 bar / 145 psi PRESSURE
bar 5bar/72.5 psi psi
2,5bar/36.25 psi
12 174
Blue line P1=50bar/725psi | 1505
Red line P1=25bar/362.5 psi | 445

725
. _\ 58

435
2 -\ 20

0 5 10 15
(83) (167) (250)

OUTLET PRESSURE- bar and psi

FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)

Blue line P1= 50 bar /725 psi
Red line P1=25 bar /362.5 psi | *°™

435

OUTLET PRESSURE- bar and psi

36.25

PRESSURE
bar

10 15
(83) (167) (250)

FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)

FLOW CURVE S 21-AD REGULATOR
SET: 1,5 bar / 21.75 psi PRESSURE

psi

29

20

o El

OUTLET PRESSURE- bar and psi
°
o

Blue line P1 =20 bar / 290 psi
Red line P1 =10 bar / 145 psi

21.75

33)

6
(67) (100) (133)

FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)

PRODUCT CONFIGURATOR
| Outlet Pressure | _End Connections _{ 0-ring Material | __Gauge | Shut-offvalve | Plate |
Chrome plated L 1 bar 1 G%-G% G EPDM-standard Without 0 ‘Ysturnvalve %V Withoutplate STD
brass 14.5 psi
Stainless steel 1 3 bar 3 %NPT-%NPT N NBR With 1 Multi-turn MV Mountedonan EMB
44 psi valve aluminum stand
10 bar 10 FPM With metal M
145 psi plate
Acetylene version ~ AD
1,5 bar (21.75 psi)
ALL RIGHTS OF CHANGE RESERVED * ROTAR Ex
* * EQUIPMENT
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58 POINT OF USE REGULATORS

LABLINE 22  MODULAR POINT OF USE

WWW.TEESING.COM

. APPLICATIONS
- Bellow single stage

§ :’l;rity up to ?'0 - A terminal point of use for specialty gas applications
- Inlet pressure: in a laboratory or in a workshop.

50 bar (725 psi)
- Outlet pressure:
1/3/10 bar
14.5/44/145 psi
- Acetylene version (AD - GH,):
P1 =20 bar (290 psi)
P2 =1,5bar (21.75 psi)

* Accurate pressure delivery

# Compact design

* Tinlet/2 outlets

* Modular concept

* 0, applications compatible
(see technical data)

Special requirements on request

SLS22-EMB-10-G-EPDM- 1-MV version

85.5 mm / (3.37" )

21 mm - (0.83")

)2

EMB version w/ MV valve

(OL version w/ MV valve

207 mm~/(8.15")

KEY FEATURES

- Based on the Series 20 platform

- Bellow technology provides a large range of accurate
outlet pressures in a compact design.

- Acetylene version also available.

- For use with acetylene, this product must
imperatively be installed with a flash back
arrestor complying with standard EN 730 located
downstream.

- With the inlet shut off valve the requlator is
independent from the installation and can be easily
removed.

©50mm - (1.97")

)

112.5mm/ (4.43")

®45mm/ (1.77"

il

)

183 mm~/ (7.2")

254.5mm~/ (10.02"

X ROTAREX
* * EQUIPMENT

®45mm/ (1.77")

28.5mm~(1.12") 88 mm (3.46")

5

146 mm/ (5.75")

48 mm 7 (189 ")

ALL RIGHTS OF CHANGE RESERVED
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SPECIFICATIONS

POINT(

WWW.TEESING.COM

Female ports F: G Y (inlet-COL version) Weight +1,5kg Inlet pressure 50 bar (725 psi)
G or % NPT (inlet) +3.31Ibs AD: 20 bar (290 psi)
G ¥ or ¥4 NPT (outlet)
Seatseal EPDM Leak rate 10 mbar £/s He Outlet pressure 1/3/10 bar
. 14.5/44/145
0-ring EPDM - Standard AD: 1,5 bar (21.75 psi)
NBR Temperature range -20°C to + 60°C Nominal Flow 2/2,5/3,5 Nm*/h (N,)
_ FPM -#Fto+ 140°F AD: TNm/h
Diaphragm Hastelloy®
Gauges Low pressure Oxygenuse inlet pressure < 30 bar max.
Bellow Bronze or } i
AISI 376L (S5 version) (M10x 1or %2 NPT) for brass and stainless steel
FLOW CURVES
FLOW CURVE SL S 22-1 REGULATOR FLOW CURVE SL S 22-3 REGULATOR
PRESSURE SET: 1 bar / 14.5 psi PRESSURE PRESSURE SET: 3 bar / 43.5 psi PRESSURE
bar 0,5 bar /7.25 psi psi bar 1,5bar/21.75 psi psi
0,75 bar/10.88 psi

OUTLET PRESSURE- bar and psi

Blue line P1 =50 bar /725 psi
Red line P1 =25 bar / 362.5 psi

\ 725

21.75

1 2 3 4 5
a7 (33) (50) (67) (83)
FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)

FLOW CURVE SL S 22-10 REGULATOR

PRESSURE SET: 10 bar / 145 psi

6 7
(100) 17)

PRESSURE

bar 5bar/72.5 psi psi
2,5bar/36.25 psi
12 174
Blue line P1=50bar /725 psi [ 1595
10 4 Red line P1 =25 bar/362.5 psi | 145

) —~—

2 '\

OUTLET PRESSURE- bar and psi

5 10
(83) (167)

FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)

PRODUCT CONFIGURATOR

15
(250)

4.0

Blue line P1 = 50 bar / 725 psi
Red line P1 =25 bar /362.5 psi | **7°

OUTLET PRESSURE- bar and psi

5 _\ o
1.0 145
05 \ 725

PRESSURE
bar

5 10 15
(83) (167) (250)

FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)

FLOW CURVE SL S 22-AD REGULATOR

SET: 1,5 bar / 21.75 psi PRESSURE

psi

29

OUTLET PRESSURE- bar and psi

Blue line P1 =20 bar / 290 psi
Red line P1=10 bar / 145 psi

21.75

2 4 6 8
(33) (67) (100) (133)

FLOW RATE - Nmé/h (Nlpm) in Nitrogen (N,)

Body Material

| Version | _OutletPressure | _End Connection _[0-ring Material] _Gauges | __Vahe |

Chrome plated L With Aluminum EMB 1 bar 1 G¥%-Female G EPDM- Without 0 Yitunvalve %WV
brass stand 14.5 psi (outlet) standard
Stainless steel | With pillar COL 3bar 3 NPT%(outlety N NBR With 1 Multi-turn MV
44 psi valve
With Metal M 10 bar 10 Note:inlet G % FPM
Plate 145 psi with COL version
Acetylene version ~ AD
1,5 bar 21.75 psi

ALL RIGHTS OF CHANGE RESERVED

WWW.TEESING.COM | +3170413 07 50
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60 POINT OF USE REGULATORS

MONO SERIES S 15 | COMPACT POINT OF USE

WWW.TEESING.COM

. : APPLICATIONS KEY FEATURES
- Diaphragm single stage
- Balanced-Valve Technology - A terminal point of use for specialty gas applications - Made up with a Series S 15 type requlator and a VLM
- Purity up 10 6.0 in a laboratory or in a workshop. 200 valve.
- Inlet pressure: - Best-in-class pressure stability with Balanced-Valve
25 bar (360 psi) Technology: the effect of inlet pressure fluctuations
- Outlet pressure: on outlet pressure are minimized. BV-technology
10bar (145 psi) enables the delivery of a very stable outlet pressure
and flow even with high flow line regulators.
* Compact design - Reduces the strain on the seat to increase requlator
# Reduction of connection life and reduce the ownership cost.
(avoid leakage) - Compact outline dimensions and ergonomic design
* High Flow make this point of use suitable for laboratory furniture.

* 2inlets/ 2 outlets
* Rear inlet for front
panel mounting
* 0, application compatible

Special requirements on request
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* ROTAREX ALL RIGHTS OF CHANGE RESERVED

* * EQUIPMENT
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POINT(

SPECIFICATIONS
WWW.TEESING.COM
Female ports G 3 (inlet/outlet) Weight Aluminum: + 1,86 kg (+ 4.10 Ibs) Inlet pressure 25 bar
or Stainless steel: 3,8 kg (- 8.37 Ibs) 360 psi
Y4 NPT (inlet/outlet)
Seatseal EPDM Leak rate 10 mbar £/s He Outlet pressure 10 bar
145 psi
0-ring EPDM - Standard Temperature -20°C to + 60°C Nominal Flow 50 Nmé/h (N,)
NBR range -4°F to + 140°F
FPM
Diaphragm AlS| 304 (aluminum version) Gauges Low pressure Oxygenuse (K
Hastelloy® (SS version) (M10x 1)
FLOW CURVES
FLOW CURVE S 15-10 REGULATOR
SET: 10 bar / 145 psi
s i
1" 159.5
Blue line P1= 25 bar / 362.5 psi
1 Red line P1 12,5 bar 181 ppssil 145
9 r 130.5
\
8 - 116
é 7 r 1015
_‘_.? 6 r 87
g 5 725
E N \ 58
5 3 43.5
2 % 29
1 14.5
0 T T T T T T T 0
0 20 40 60 80 100 120 140 160
(333) (667) (1000) (1333) (1667) (2000) (2333) (2667)
FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)
PRODUCT CONFIGURATOR

Body Material

Aluminum

Stainless steel |

ALL RIGHTS OF CHANGE RESERVED

0-ing Material

10 bar 10 G¥%-G% G EPDM-standard Standard A
145 psi configuration
aNPT-%NPT N NBR reverse gauge R
(180°)*
FPM

WWW.TEESING.COM | +3170413 07 50

*Inlet Down - outlet Top

ROTAREX

EQUIPMENT
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62 POINT OF USE REGULATORS

MONO SERIES S 20 | COMPACT POINT OF USE

WWW.TEESING.COM

. APPLICATIONS KEY FEATURES
- Bellow single stage
- Purity up to 6:0 - Aterminal point of use for specialty gas applications - Made up with a Series S 20 type requlator and a VM 20
- Inlet pressure: in a laboratory or a workshop. valve.
50 bar (725 psi) - Compact outline dimensions and ergonomic design
- Qutlet pressure:

make this point of use suitable for laboratory furniture.

- Acetylene version also available.

- For use with acetylene, this product must imperatively
be installed with a flash back arrestor complying with
standard EN 730 located downstream.

- The Mono S 20 can be integrated easily on furniture

* Accurate pressure delivery due to its compact design

* Compact design

* 2inlets /2 outlets

* Rear inlet for front

panel mounting
* 0, application compatible
(see technical data)

1/3/10 bar (14.5/44/145 psi)
- Acetylene version (AD - GH,):

P1=20bar (290 psi)

P2 =1,5bar (21.75 psi)

Special requirements on request

£y
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. ,"\

/ * /
|
Acetylene version
188.5 mm 7 (4.67")
49 mm - (1.93") 60mm~ (2.36 ") 10 mm - ( 0.39 ")
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< A z +
5 N <uﬁ°si€‘%w>
N N
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1S [Ts) N
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40mm/ (1.57 ")
* ROTAREX ALL RIGHTS OF CHANGE RESERVED
* * EQUIPMENT
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POINT(

SPECIFICATIONS
WWW.TEESING.COM
Female ports G 3 (inlet/outlet) Weight Aluminum: + 1,25 kg (+ 2.75 Ibs) Inlet pressure 50 bar (725 psi)
or Stainless steel: + 2,75 (+ 6.06 Ibs) AD: 20 bar (290 psi)
Y4 NPT (inlet/outlet)
Seatseal EPDM Leak rate 10 mbar £/s He Outlet pressure 1/3/10 bar
14.5/44/145 psi
AD: 1,5 bar (21.75 psi)
0-ring EPDM - Standard Temperature -20°C to + 60°C Nominal Flow 2/2,5/3,5 Nm?/h (N,)
NBR range -4°Fto+ 140°F AD: 1Nmé/h
FPM
Diaphragm Hastelloy® Gauges Low pressure Oxygenuse inlet pressure < 30 bar max. for
(valve) (M10x 1) aluminum and stainless steel
Bellow Bronze or
AISI 316L (SS version)
FLOW CURVES
FLOW CURVE MONO S 20-1 REGULATOR FLOW CURVE MONO S 20-3 REGULATOR
PRESSURE SET: 1 bar / 14.5 psi PRESSURE PRESSURE SET: 3 bar/43.5 psi PRESSURE
bar 0,5 bar /7.25 psi psi bar 1,5bar/21.75 psi psi

OUTLET PRESSURE- bar and psi

—_—

Blue line P1 =50 bar /725 psi
Red line P1 =25 bar / 362.5 psi

T

21.75

0,75 bar /10.88 psi

OUTLET PRESSURE- bar and psi

—
—

Blue line P1 =50 bar /725 psi
Red line P1= 25 bar / 362.5 psi

5
(83)

10
(167)

FLOW RATE - Nm*/h (Nlpm) in Nitrogen (N,)

FLOW CURVE MONO S 20-AD REGULATOR

SET: 1,5 bar / 21.75 psi

PRESSURE
psi

29

Blue line P1 =20 bar / 290 psi
Red line P1=10 bar / 145 psi

21.75

o 1 2 3 4 5 6 7 o
(17) (33) (50) (67) (83) (100) 17)
FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)
FLOW CURVE MONO S 20-10 REGULATOR
PRESSURE SET: 10 bar / 145 psi PRESSURE PRESSURE
bar 5bar/72.5 psi psi bar
2,5bar/36.25 psi
12 174 20
Blue line P1=>50bar /725 psi [ 1595
o 101 Red line P1=25bar/362.5psi| 145 =
= g
- 130.5 = 1.5
= =
g 8 116 g
- -
u 101.5 o
3 3
2 6 87 2 10
] ]
e 725 3
o a.
E 4 \ 58 E
5 435 5 os
o o
) '\ 29
14.5
0 o 0.0
0 5 10 15 0
(83) (167) (250)

FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)

PRODUCT CONFIGURATOR

2
33)

6
(100)

FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)

Body Material

Aluminum

Stainless steel

ALL RIGHTS OF CHANGE RESERVED

A

WWW.TEESI

0-1ing Material

1 bar 1 G%-G% G EPDM - standard Standard A
14.5 psi configuration

3 bar 3 TNPT-%NPT N NBR reverse gauge R
44 psi (180°)*

10 bar 10 FPM

145 psi

Acetylene version ~ AD

1,5 bar (21.75 psi)

NG.COM | +317041307 50

*Inlet Down - outlet Top

ROTAREX

EQUIPMENT

*
* k
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64 POINT OF USE REGULATORS

MONO SERIES 40 | COMPACT POINT OF USE

WWW.TEESING.COM

. APPLICATIONS KEY FEATURES
- Bellow single stage
§ Pulrlty up to 6"0 - Used as a point of use for laboratory applications - Made up with a Series S 20 type regulator, a VM 20
- Inlet pressure: - Suitable for all applications requiring the requlation valve and a RDL 10 requlation needle valve.
50 bar (725 psi) of flow. - Compact outline dimensions and ergonomic design
- Outlet pressure:

make this point of use suitable for laboratories furniture.

- Vertical or horizontal orientation.

- Acetylene version available.

- For use with acetylene, this product must imperatively
be installed with a flash back arrestor complying with
standard EN 730 located downstream.

1/3/10 bar (14.5/44/145 psi)
- Acetylene version (AD - GH,):

P1=20bar (290 psi)

P2=1,5 bar (21.75 psi)

* Precise pressure delivery

* Compact design

* 3inlets/ 3 outlets

* Tintegrated needle valve

* Rear Inlet for panel
mounting

* 0, application compatible
(see technical data)

Special requirements on request

{ |
s
¢ ’ -
i 7
& .4
Acetylene version
&
«
Horizontal version Vertical version
115 mm/ (4.53")
49mm~/ (1.93") 60mm~/ (2.36") gmm~- (0.31")
(gg }) 7 - ; @
< —_
- = NE PAS
s ~ DEVISSER
= - ~ 0 uﬁgm
o i I =
Lo h - - E| - o
n wn ~
-~ - £
N 5| E
o
5 <
o
(]
®40mm/ (1.57 ")
44mm/ (1.73")
* ROTAREX ALL RIGHTS OF CHANGE RESERVED
* * EQUIPMENT
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POINT(

SPECIFICATIONS
WWW.TEESING.COM
Female ports G Y (inlet/outlet) Weight  Aluminum: = 1kg (= 2.20 Ibs) Inlet pressure 50 bar (725 psi)
or Stainless steel: + 2 kg (& 4.40 Ibs) AD: 20 bar (290 psi)
4 NPT (inlet/outlet)
Seatseal EPDM (Alu version) Leakrate 107 mbar £/s He Outlet pressure 1/3/10 bar
FPM (SS version) 14.5/44/145 psi
AD: 1,5 bar (21.75 psi)
0-ring EPDM (Alu version) Temperature -20°C to + 60°C Nominal Flow 2/2,5/3,5 Nm?/h (N,)
IEI%,\IQ (SS version) range -4°Fto+ 140°F AD: 1Nmé/h
Valve Dia- Hastelloy® Gauges Low pressure Oxygenuse inlet pressure < 30 bar max. for
phragm (M10x 1) aluminum and stainless steel
Bellow Bronze (Alu version) or
AISI 316L (SS version)
FLOW CURVES
FLOW CURVE MONO S 40-1 REGULATOR FLOW CURVE MONO S 40-3 REGULATOR
PRESSURE SET: 1bar / 14.5 psi PRESSURE PRESSURE SET: 3 bar /43.5 psi PRESSURE
bar 0,5bar/7.25 psi psi bar 1,5bar /21.75 psi psi
0,75 bar/10.88 psi

Blue line P1 =50 bar /725 psi
Red line P1=25 bar / 362.5 psi

Blue line P1 =50 bar /725 psi
Red line P1 =25 bar / 362.5 psi

21.75

OUTLET PRESSURE- bar and psi

05 < ¢
\ 0.5

OUTLET PRESSURE- bar and psi

T

ST~
—

PRESSURE
bar

0 0.0
0 1 2 3 4 5 6 7 0
(17) (33) (50) (67) (83) (100) (17)
FLOW RATE - Nm’/h (NIpm) in Nitrogen (N,)
FLOW CURVE MONO S 40-10 REGULATOR
SET: 10 bar / 145 psi PRESSURE
5bar/72.5 psi psi PRESSURE
2,5 bar/36.25 psi bar
174 20

5 10 15
(83) (167)

FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)

FLOW CURVE MONO S 40-AD REGULATOR
SET: 1,5 bar / 21.75 psi PRESSURE

psi

29

OUTLET PRESSURE- bar and psi

4 \ 58
43.5

2"\ 29

Blue line P1 =50 bar /725 psi
Red line P1 =25 bar/362.5 psi| 145

N
OUTLET PRESSURE- bar and psi

Blue line P1 =20 bar / 290 psi
Red line P1= 10 bar / 145 psi

21.75

5 10
(83) (167)

FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)

PRODUCT CONFIGURATOR

2 4

6
(33) (67) (100)

FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)

Body Material

Outlet Pressure End Connections 0-ring Material Mounting Options

ALL RIGHTS OF CHANGE RESERVED

Aluminum A 1 bar 1 G%-Female G EPDM- standard Without plate- A Vertical v
14.5 psi (Aluminum version)  standard
Stainless steel | 3 bar 3 VNPT-Female N FPM-standard With plate P Horizontal H
44 psi (SS version)
10 bar 10 NBR
145 psi
Acetylene AD
version 1,5 bar
21.75 psi
*
*x TOTAREX
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