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FLUORINATED ETHYLENE PROPYLENE (FEP) - 
TUBING

COLORS AVAILABLE
• Transparant

CHEMICAL RESISTANCE
• Universally resistant 

APPLICATION
• Semiconductor
• Chemical industry
• Laboratory technology
• Medical
• Food industry

PROPERTIES
• Excellent di-electric properties
• Chemical-resistant
• Toughness at low temperatures
• Low coefficient of friction 
• Anti-stick properties and resistance 

to the effects of aging and weather
• FDA-approved for use with foods
• 100% UV resistant
• High transparency

Is available on request in other lengths than 
the standard coil.

TECHNICAL SPECIFICATIONS
 
Temperature  Range °C -200 to + 200

Material FEP
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FEP

PRODUCT INFORMATION

Size P D d s Bending radius MOQ kg/100m
4/2.5x0,75 23 4.0 2.50 0.75 30.0 On request 1.700

4/2x1 37 4.0 2.00 1.00 30.0 On request 2.100

6/4x1 19 6.0 4.00 1.00 40.0 On request 3.550

6/3,6x1,2 22 6.0 3.60 1.20 40.0 On request 3.500

6/3x1,5 28 6.0 3.00 1.50 35.0 On request 4.600

8/6x1 12 8.0 6.00 1.00 65.0 On request 4.850

8/5,6x1,2 14 8.0 5.60 1.20 40.0 On request 5.200

10/8x1 9 10.0 8.00 1.00 100.0 On request 5.800

10/6,8x1,6 12 10.0 6.80 1.60 50.0 On request 8.500

12/10x1 7 12.0 10.0 1.00 120.0 On request 6.400

12/9x1,5 9 12.0 9.00 1.50 90.0 On request 7.200

12/8,8x1,6 10 12.0 8.80 1.60 70.0 On request 10.500

Bar= operating pressure at 23 °C

PRODUCT INFORMATION

Size P D d s Bending radius MOQ kg/100m
1/16" 1.57x0.81 10 1.57 0.81 0.38 10.0 On request 1.000

1/8" 3.17x1.65 14 3.17 1.65 0.76 15.0 On request 1.200

3/16" 4.75x3.23 8 4.75 3.23 0.76 25.0 On request 2.300

1/4" 6.35x3.2 12 6.35 3.20 1.57 40.0 On request 4.000

1/4" 6.35x3.96 10 6.35 3.96 1.19 40.0 On request 3.400

1/4" 6.35x4.83 6 6.35 4.83 0.76 50.0 On request 3.300

7/16" 7.92x5.54 8 7.92 5.54 1.19 40.0 On request 4.800

7/16" 7.92x6.4 5 7.92 6.40 0.76 60.0 On request 4.800

3/8" 9.53x6.38 7 9.53 6.38 1.57 50.0 On request 5.600

3/8" 9.53x8 4 9.53 8.00 0.76 90.0 On request 5.500

1/2" 12.7x9.55 5 12.70 9.55 1.57 60.0 On request 7.500

1/2" 12.7x11.18 2 12.70 11.18 0.76 130.0 On request 8.000

3/4" 19.05x15.9 1 19.05 15.90 1.57 230.0 On request 10.000

1" 25.4x22.25 1 25.40 22.25 1.57 280.0 On request 12.000

Bar= operating pressure at 23 °C

• MOQ  =  Minimum order quantity
• P   =  pressure (bar)
• D  =  tube outside diameter (mm)
• d   =  tube inside diameter (mm)
• s   =  wall thickness (mm)


